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SECTION 22 € Appendix C 
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ny Operation Uccurring in the 


Which Requires the Use or the 
Presence of an 


NA Examples: 


Spark-Producing 
Tools 


Arc-Producing 
Equipment 


Grinders > 3” 
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Where only Class Alpha Materials are Exposed, 
Hot Work is Divided into Two Classes: 


Processes that produce high energy sparks or slag that can be 
thrown or dropped at the work site or produce heat that can be 
transferred through the deck, overhead, bulkhead, or structure 


to a location not visible to the hot work operator. --NSTM 074 VOL 
1 sec 10.8.1.2 


*Requires Fire Watch--- 


- Stud Welding with an - Torch Brazing 
Electric Stud Gun - Ferrous Metal Grind 
with Abrasive Disks 
- Gas-Tungsten-Arc 
(GTA) welding 
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SERIAL » NAVY GAS FREE СЕКТ): САТОМ AND TEST LOG 
INITIAL CERTIFICATION TEST RESULTS 


Prior to S ION à a Hot Work Chit, the 
GFE or Fire Marshall Must Assess 
Спасе far Harards 


Any flammables in the space must be 
re-located a minimum of 35 feet from 
the work site when possible. 


No Hot Work within 40 feet of 
Painting or Chemical Cleaning uw 
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Ns INAL CH ο ον AUR ορ... AREAS ΤΟ WHICH SPARKS AND HI = MIGHT SPREAD WERE 
SPECTED 30 MINU ER THE WORK er о FOUNO 10 BE FINE SAFE, THE EQUIPMENT 

LoS о noro Owen ooo Io W IE TOUCH. 

als THAT 1 AM FAMIUAR 


It Шу RK OPERATOR SIGNATURE 


HOT WORK SUPERVISOR 


GFE PERSONNEL SIGNATURE 


Must be certified safe prior to any hot work. 


Valves to pipes, tubes, coils must be closed and 
pipes blanked off. 


Do not perform any hot work on Temp Reg Valve 
(TRV) probe assemblies -- capillary tubing 
contains highly volatile liquid.. 
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with Water, ı or other n 
Made Safe = 


ENTILATE AS REQUIRED 
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* Never use Flame or Uncontrolled Heat for 
Stripping Flammable Coating 
e Shield Flammable Coating from Slag and Sparks ШШЕ ποσα 
of Hot Work 
(Wet Down it. as ; 


* Strip Coated Area 4 inches Beyond Area to be k. 
Heated 


° Use Required PPE (Pressure Demand 4 
SCBA Ην ad 


| m. 3 pa 1 1/2 “ Fire Hose in the 
s Sn — Immediate Vicinit 


JAMAGED SURFACES 


ank Walls May Contain; 
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Assess s Pos seit hr ME a Surface. 


"Which Would lash the Whole- 


uy Nearby-Systems such 
raulics or Freon 7 
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“Remove Insulation from 


Wet Down NS Removable 
Insulation and Cover with Fire 


i “Station Fire Watch 
with a Charged 1 1/2" 


* Remove Ammunition Prior to 
Availability or Overhaul 


No Hot Work 


co Must Approve in Writing 
any Hot Work in Adjacent 
Spaces 


* Apply 5 ft. Rule for Adjacent E 


NO HOT WORK IS 
ALLOWED IN SPACES 
ABOVE , INSIDE, OR 


WITHIN 5 FT OF A 
LOADED MAGAZINE 


6-123-0-M 


MISCELLANEOUS HAZARD SPACES: 
= Bakery Lockers 


Flámmablé Liquid 
w C+ 6 si alas S. EE 
x id Iss sue Roo 


MN aDle Gas Cylir 
Storerooms 


GAS FREE RELATED HOT WORK 


PQS QUALIFIED FIRE WATCHES ASSIGNED 


LOCATIONS | PRINT NAME/RATE £ RE* (UPON COMPLETION) 


01-224-3-L|__HT2 ALLEN KLAR, 


1-224-0-C | FN NGUYEN bis ye Ла ае 


TIME SECURED 


*FINAL CHECKUP: WORK AREA AND ALL ADJACENT AREAS TO WHICH SPARKS AND HEAT MIGHT SPREAD WERE 


INSPECTED 30 MINUTES AFTER THE WORK WAS COMPLETED AND WERE FOUND TO BE FIRE SAFE, THE EQUIPMENT 
AND STRUCTURES WORKED ON WERE COOL TO THE TOUCH. 


WORK. 


NOT WORK OPERATOR SIGNATURE / MY rz / oe pe NHTI (SW) Bowen 
ПОТ WORK SUPERVISOR. PL < лл cc(S) Lacount. _ 


FIRE MARSHAL Def do AD DC1(SW) Bruderer 
OPNAV 5100/16 (5-91) 


| CERTIFY THAT 1 AM FAMILIAR WITH AND WILL COMPLY WITH ALL SAFETY PRECAUTIONS PERTINENT TO THIS TYPE OF 


S/N 0107-LF.0 


Appendix C 
Enclosure 6 


Alternative Hot 
Work Permit 


SPACES EXEMPT FROM HOT WORK 
PERMIT REQUIREMENTS 
(Due to Design, Work Stands, Curtains & Vent 
| Joods) : 

NSTM 074 vol 3 Áppendix C Encl. 
Upper € Lower flear Weld Shop 
Shipfitter Shop 
Machine Shop 
Aviation Engine Shop 
Aviation Structure Shop 
R-Div Pipe Shop 
A-Div Steam Heat Shop 


Arresting Gear Terminal Socket Pouring Room 


SERIAL» — 


SAS FREE CERTI 1CATION AND ' 


INITIAL CERTIFICATION 


SHIP/UNTT/ACTIVILY 
ITEM/COMPARTMENT/SPACI 
| TYPE OF OPERATION TO BE CONDUCTED: 


INTHAL DALE OF TEST: Hour: 


GAS FREE RELATED E 
POS QUALIFIED FIRE WATCI 


LOCATIONS | PRINT NAMG/RATE 


TIME SEL 


жие: WORK AREA AMD ALL ADJACENT AREAS TO WH 
30 MINUTES AFTER THE WORK WAS COMPLETED AND W 
) STRUCTURES WORKED ON WERE COOL 10 THE TOUCH. 


I CERTE THAT AM FAMILIAR WITH AND WILL COMPLY WITH ALL SAF 
WORK 


HOT WORK OPERATOR SIGNATURE 
HOT WORK SUPERVISOR, 


FIRE MARSHAL 


OPNAV siie (531) 


TESTS CONDUCTED 
AS REQUIRED 

OXYGEN _ 

COMBUSTIBLE GAS 


NA 


FICATION 
INITZACTTVI 


COMPARIM дсй 


| TYPE OF OPERATION TO BE CONDUCTED: 


INTHAL DALE OF TEST: Hour: 


MAL EXPIRATION nour: 
NIILATION REQUIRED: YES 


TYPT: 


ST LOG 


TEST RESULTS 


SERIAL? _ 


SINP/UNIT/ACTIVITY: 


ITEM/COMPARTMENT/SPACE: 


| ТҮРЕ 


INTIAL DATE OF TEST 


INTIAL EXPIRATION 


CRIBED PRE 


VENTILATION REQUIRED: 


GAS FREE RELATED E 
POS QUALIFIED FIRE WATCI 


LOCATIONS | PRINT NAMG/RATE 


UP: WORK AREA AMD ALL ADJACENT AREAS TO WH 
30 MINUTES AFTER THE WORK WAS COMPLETED AND W 
AND STRUCTURES WORKED ON WERE COOL 10 THE TOUCH. 


I CERTEY THAT AM FAMILIAR WITH AND WILL COMPLY WITH ALL SAF 
WORK 

HOT WORK OPERATOR SIGNATURE 

HOT WORK SUPERVISOR 


FIRE MARSHAL, 


“ΝΑ. 


LOCATIONS 


DE OPERATION TO BE CONDUCTED: 


HOUR: 
HOUR: 


YES t 


INITIAL CERTIFICATION 
HIP/UNTT/ACTIVITY: 


ITEM/COMPARTMENT/SPAI 


GAS FREE RELATED HOT W 
POS QUALIFIED FIRE WATCHES. 


PRIN NAME/RATE 


TIME SECUR 


MECKUP- WORK Αἱ 
30 MINUTES Ar] 


AMD STRUCTURES WORKER 
CERE THAT AM ra] 


WORK. 


MOT WORK OPERA| 


HOT WORK SUPER! 


FIRE MARSHAL. 


1б (331) 


parm 


TESTS CONDUCTED 


DATE 


SERIAL» 


TYPE O! 
INTHAL DATE OE TEST: 
INTIAL EXPIRATION: 

VENTILATION REQUIRED: 


ТҮР 


INER 
OR 
PRE 


GAS: 
D UP WHIT: 


REQUIREMENTS/CONCLI 


AS REQUIRED 


ТОХІСТҮРЕ __ 


NAVY G. 


STS CONDUCTED 
AS REQUIRED. 


IST RETEST 


OPERATION TO BE CONDUCTEI 


hour: 
HOUR: _ 


YRS 


SHIP/UNIT/ACTIVITY TESTS CONDIICTED 
TUEM/COMPARTMENTISPACI 
| TYPE OF OPERATION TO BE CONDUCTED: 


INIHAL DALE OF TEST Hour: 


INITIAL CERTIFICATIO 


HOUR: n 


IONSTRESCRIH |, 
INHIAL EXPIRATION ACTIVITY 
} ITEM/COMPARTMENT/SPA! 


TYPE UF OPERATION TO BE CONDUCTEI 
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SUMMARY / 
Which Class of Hot Work ALWAYS 
requires a Fire Watch? 

Class | : High Energy 
Flammables Must be Moved How 
Far From Work * 35 Ft 


Surface Coatings Should be 
Cleared Away How Mad Inches 7 


What ts the 5 Ft Rule About? 
Maintain 5 Ft Boundary Away 
from Magazine Bulkheads 


